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Configuration Coupling B C D E J K L Overhang, V W X Y NEMA

0.5 - 2.4 cc/rev 23 in-lb 5.01 4.50 5.47 11.2 2.76 4.38 4.45 N/A N/A N/A N/A 56-C
1/2 HP AC/DC, No Reducer

0.5 - 2.4 cc/rev 23 in-lb 5.47 4.50 5.94 11.7 2.76 4.85 4.45 N/A N/A N/A N/A 56-C1/2 HP AC/DC, with Reducer
0.5 - 2.4 cc/rev 55 in-lb 5.01 4.50 5.47 11.2 2.76 4.38 4.45 N/A N/A N/A N/A 56-C1 HP AC/DC, No Reducer
0.5 - 2.4 cc/rev 55 in-lb 5.47 4.50 5.94 11.7 2.76 4.85 4.45 0.09 N/A N/A N/A 56-C1 HP AC/DC, with Reducer
4.5 - 9.0 cc/rev 110 in-lb 4.84 4.00 5.47 11.2 3.94 4.81 6.5 N/A M8 x 12DP 0.69 1.5 56-C1/2 HP AC/DC, No Reducer
4.5 - 9.0 cc/rev 110 in-lb 5.28 3.44 5.94 11.7 3.94 5.25 6.5 N/A M8 x 12DP 0.69 1.5 56-C1/2 HP AC/DC, with Reducer
4.5 - 9.0 cc/rev 110 in-lb 4.84 4.00 5.47 11.2 3.94 4.81 6.5 0.06 M8 x 12DP 0.69 1.5 56-C1 HP AC/DC, No Reducer
4.5 - 9.0 cc/rev 110 in-lb 5.28 3.44 5.94 11.7 3.94 5.25 6.5 0.17 M8 x 12DP 0.69 1.5 56-C1 HP AC/DC, with Reducer
4.5 - 9.0 cc/rev 110 in-lb 4.84 4.00 5.47 11.2 3.94 4.81 6.5 3.36 M8 x 12DP 0.69 1.5 140TC2 HP AC/DC, No Reducer
4.5 - 9.0 cc/rev 110 in-lb 5.28 3.44 5.94 11.7 3.94 5.25 6.5 2.77 M8 x 12DP 0.69 1.5 140TC2 HP AC/DC, with Reducer

1/2 HP AC 
No Reducer 
1.2 cc/rev

2 HP AC 
with Reducer 
9.0 cc/rev

Magnetic Coupling B-9000 Series - Industrial Duty C-9000 Corrosive/Non-Lubricating 
Pump Options/ Constructed of through hardened Constructed of hardened
Capabilities: slairetam elbitapmoc dna SS 613leetS sselniatS seires 004

Capacities: 0.05, 0.3, 0.6, 1.2, 2.4, 4.5, 9.0 0.3, 0.6, 1.2, 2.4, 4.5, 9.0
Recommended Speeds: MPR 0001 ot pUMPR 005 ot pU
Flow Range: Up to 4500 cc/min or up to 1.2 GPM Up to 9000 cc/min or up to 2.4 GPM
Inlet Pressure: 300 Psi (20 Bar) Maximum 300 Psi (20 Bar) Maximum
Outlet Pressure: 1000 Psi (70 Bar) Maximum 1000 Psi (70 Bar) Maximum
Differential Pressure: 20 to 1000 Psi (viscosity dependent) 20 to 1000 Psi (viscosity dependent)
Temperature: muminiM )C°52-( F°51-muminiM )C°81-( F°0

400° F (205° C) Maximum 350° F (175° C) Maximum
Seal Type: Rare Earth - Samarium Cobalt Magnets Rare Earth - Samarium Cobalt Magnets
Port Connections: Metric thread or SAE 61 Standard Metric thread or SAE 61 Standard
Optional Port Adapters: M12 X 1/4" NPT         0.05 - 2.4 cc/rev M12 X 1/4" NPT          0.3 - 2.4 cc/rev

1/2" SAE X 1/2" NPT   4.5 - 9.0 cc/rev 1/2" SAE X 1/2" NPT   .4.5 - 9.0 cc/rev

Note: Either system also 
available with ZeDrive ™

DC controllers and motors.
For more information,
please visit 
www.zenithpumps.com
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